
Framer’s Product Guide  •

All Lineco mounting products adhere to these archival principles:  Never harm the art • Always make the mount reversible

Hinging

Repair Tape  
or Tissue

Sealing Tape

Backing Paper

Old Brittle 
Documents, 
Artwork, Photos, 
Newspapers, 
Currency, or Fabric

Mounting between 
polyester sheets pro-
tects and supports.

Simply close the flaps. The art is safely protected from han-
dling and abrasion. Crystal clear polyester shows to both 
sides and “clings” to “float” currency and documents.

L738-0810 8" x 10" 
L738-1117 11" x 17"  
L738-2330 23" x 30" 
L738-2436 24" x 36" 
Other sizes available. 5/pkg

Simple repairs and 
cleaning can be 
safely undertaken 
using these 
products. 
However, major 
repairs should be 
referred to a 
conservator.

Tears Document Repair Tape   901-0198 1" x 35 ft. 
 1" wide  533-0198 1" x 98 ft.  
 Transparent   L533-0017 0.5" x 50 ft. 
 Mending Tissue   
 1/2" wide

pH Testing pH Testing Pen A quick, easy way to L533-0023 1 Pen w/instructions 
  identify unsafe, acidic paper.

Cleaning Document Cleaning Pad  782-1004 1 Pad 2" x 4.75" 
 Cleaning Powder  782-1000 2 lb Can Powder

The archival finishing touch of  
professional framing.

Sealing Fillets Self-Adhesive Frame    L387-0151 1.25" x 85 ft. Gray  
or Frame Backs Sealing Tape  L387-0152 1.25" x 85 ft. White 
   Other sizes and styles available. 

 Self-Adhesive I-Film™  034-2000 1.25" x 85 ft. Copper 
 Frame Sealing Tape  

 Self-Adhesive Volara®  018-1436 0.25" x 108 ft. 
 Foam Rabbet Tape   x 0.03" thick

Dust Cover Archival Frame   613-0035 36" x 300 ft. 
 Backing Paper  More sizes available:  
   12" x 72" /16" x 72" /20" x 72" /24" x 72"  
 Tyvek® Frame  613-0039 36" x 210 ft. 
 Backing Paper

Medium Mulberry Hinging Paper Strong, Japanese 533-0756 1" x 100 ft.  
All around hinging  hinges.  
 Gummed Paper Tape Strong, economical. 533-0751 1" x 130 ft.

Light or Translucent Hinging Tissue  L533-0125 1" x 35 ft. 
Light weight paper   L533-0126 1" x 98 ft.

Moderate sized  
art, Photographs,  
Rigid art that  
won’t sag

Giclee Ditigal Prints

Self-Adhesive  
Mounting Strips  
and/or Mounting  
Corners

Polyester Corners 
Use for light to medium 
weight photos or art with 
media not affected by 
static. Thin, clear polyester, 
the museum’s choice.

Mat to Backboard Self-Adhesive Hinging   L533-1015 1.25" x 35 ft. 
 Linen Tape   L533-1055 1.25" x 150 ft. 
    Other sizes available.

 (Ink-Jet)
  

See-Thru Strips 
L533-4015 4", 60/Pkg
L533-4020 12", 60/Pkg

Archival Polyester  
Mounting Corners 
L533-0020 0.5", 240/Pkg 
L533-0021 1.375", 240/Pkg

Polypropylene Corners 
L533-0022 .625", 500/Pkg 
L533-0034 1.25", 256/Pkg 
L533-0035 1.25", Full View, 256/Pkg 
L533-0036 3", 100/Pkg 
L533-0037 3", Full View, 100/Pkg  
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Use on the back of the art. 
Stick over the tear and bur-
nish to achieve a nearly
invisible repair.
Both products are made with 
translucent acid-free, self-stick, 
very thin mending tissue.

Easy to use. Self-stick. 
Aluminum barrier stops acidic  
lignin, dust and moisture.

Acid-Free, lignin-free, buff-
ered. Replaces acidic kraft. 
Distinctive gray color.

Acid-Free, lignin-free,  
buffered. Distinctive  
blue-grey color denotes  
Archival Quality.

Acid-free and contains no 
damaging chemicals. Punc-
ture and moisture resistant.

Filler Behind Corrugated Board    613-3040 Single Wall  30" x 40", 25 shts 
the Art   613-3041 Double Wall 30" x 40", 10 shts 
   Other sizes and styles available.

Heavy Gummed Linen Tape Very strong. L533-1025 1" x 30 ft. 
Very large art, heavy paper   L533-1010 1" x 300 ft. 
   Other sizes available.

Abaca.sa™ Paper    
Hinging Tape

Polypropylene Corners 
Extra strength and sizes 
to accommodate large art. 
Fullview minimizes border 
requirements. Safe, acid- 
and static-free plastic. 

533-0756 533-0751

L533-1025 
L533-1010

Acid-free, closed cell, inert 
polyethylene foam coated 
with a stable acrylic adhesive.

Twist pad to release clean-
ing powder. Gently rub to 
absorb the dirt. Brush resi-
due away. Non abrasive.

Flexible and puncture resis-
tant. Embedded with thick 
copper layer.

Acid-free and  
bio-degradable.

901-0198 
533-0198

L533-0017

782-1000

782-1004

L533-0023

L533-1015 
L533-1055

533-0754

L533-0125 
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L533-4015 
L533-4020
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L533-0021L533-0020

034-2000
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613-0035

613-0039

613-3040 
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To order call: 800.322.7775 or Visit: www.LINECO.com

L738-0810

Reversibility: 
Gummed or water reversible adhesives are generally preferred. However, 
when water based inks or water colors are involved a self-stick adhesive 
that reverses with mineral spirits may be a safer alternative.

These symbols identify the reversal 
method:

H20 Mineral Spirits

Won't show. 
Easy application.

Easy application,  
self-stick. Very flexible. 

018-1436

Document Cleaning Pad

LinecoPoster12x18-Rev

L533-0034L533-0035

FRAME SEALING Application: Product Choice: Advantages: Items:

MOUNTING Type of Art: Product Choice: Advantages: Items:

REPAIR Type of Repair: Product Choice: How To Use: Items:

ENCAPSULATION Use For: How To Use:  Items:

Self-Sealing Archival  
Polyester L-Velopes®

Mounting 
Strips and 
Corners

533-0754      0.875" x 150 ft.

Use with Starch Paste/ 
Methyl Cellulose


